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Anschluss ausschließlich durch

ausgebildete Elektro-Fachkräfte.

Electrical connection is to be made by trained

electrical specialists only .

Le branchement doit uniquement être

effectué par des professionnels.

Il collegamento deve essere eseguito solo

da elettricisti specializzati.

La conexión sólo debe ser realizada por

electricistas debidamente formados.

A ligação deve ser feita exclusivamente por

profissional elétrico especializado.

De aansluiting mag enkel gebeuren door

erkende vakmensen.

Připojení smí provádět pouze kvalifikovaný

personál.

Podłączenie wyłącznie przez

specjalistów-elektryków.

Liittäminen kuuluu ainoastaan koulutettujen

sähköalan ammattilaisten tehtäviin.

Подклюðчение проводится только специа-

листом-электриком.

Bağlantı sadece eğitimli elektrik

teknisyenleri tarafından yapılmalıdır.

布线需由专业电工执行
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+ Configuration
   Software

Download

www.werma.com/software
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Pin

1 2
COM

4 5
Colour

GN

RD

YE

1: If no input, no touch action.
2: Light and buzzer controlled by PLC,
    will not change light/buzzer by MCU 
    after touch.
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Description
Material 

Number

Limited

Voltage
 Limited 

 Current

 240 260 55  24VDC  50mA

 240 280 55  24VDC  50mA

 240 270 55  24VDC  60mA

 240 290 55  24VDC  60mA

IP65

+50°C
+122°F

-20°C
-4°F

IP65

Multicolour Beacon

310.240.003

240 MC55 Touch

85dB

MC55 Touch
Permanent O NPN

Type 4X

PC

A suitable isolating source in conjunction 
with a fuse in accordance with UL248, 
(JDYX2/8). The fuse shall be rated max. T 1.25 
A and be installed in the 24 VDC power 
supply to the device in order to limit the 
available current.
 

MC55 Touch
Permanent O PNP

MC55 Touch
Permanent O NPN

MC55 Touch
Permanent O PNP

Description
Material 

Number

Limited

Voltage
Limited

Current

Max 

Load

(Switch 

Mode)

 240 160 55 24VDC  

 240 170 55 24VDC

MC55 Touch S
Permanent 
MC55 Touch S
Permanent 

                      MC55 Touch
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IP69K

IP69K

200mA 60mA

75mAIK06 200mA
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IP65
IP69K

M30 x 1,5
1,5- 2,5 N· m

Logo Front

IP65

32mm
1.26" 0.30"

7.5mm
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1a- 240 260 55 ,  240 270 55 
       240 280 55 ,  240 290 55
       240 160 55 ,  240 170 55
 
1b- 960 009 32

IP65
Type 1
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